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WIZARD 4000
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B A S I C  W I Z A R D   F U N C T I O N S

Allows changing of tanks.   To maintain accurate usage data, 
DO NOT change tanks until STEP 4.

Press TANK LOAD button

Press   1      2     3    or    4     to select which scale, then press ENTER.

Press   MENU to select  AUTO or  MANUAL tare entry, then press ENTER

Change your tank(s) now !   Then press ENTER.

If MANUAL is chosen:   Key in tank tare weight(s) via numeric key pad, 
then press ENTER.

Toggles through display options:
Net Remaining, Amount Used,
Average Feed Rate, Days Until
Empty, Daily Usage, Tare Weight
and Gross Weight.

Toggles through
display for the
totals of all
scales
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CHANNELS:        1 to 4 independent weighing channels with independent 
                             input/output controls.

INPUTS:              1 to 4 electronic load cells on each channel or up to 4
                            Echo-Scale Ultrasonic Level Sensors.

INCREMENTS:    1, 2, 5, 10, 20, 50

DISPLAY UNITS & RANGE:    Lbs. Kgs., and Gallons up to 99,999.

RESOLUTION:     1,000, 2,000, 3,000, 4,000, 5,000, 6,000, 8,000, 12,000

DISPLAY:             2 lines, 16 characters per line, alphanumeric LCD display
                             backlighting, 0.4" characters.

KEYBOARD:        10 function keys, 10 numeric keys with tactile feedback.

OPERATING TEMPERATURE:   32 to 122 degrees F (0-50 degrees C)

POWER:              110,  220 or 240 VAC,  50/60 Hz,  5 Watts.

CONNECTORS:   Power and input/output - 1/2" nylon conduit connectors
                             Load Cells - 1/2" nylon cord connectors.

ENCLOSURE:      Nema 4X,  UL listed structural foam molded enclosure.

PERFORMANCE:  
                             Overall System Accuracy:  0.1 to 0.25% F.S.   
                             Non-Linearity:  <0.03% f.s.
                             Hystereses:  <0.02% F.S.
                             Non-Repeatability:  <0.01% F.S.
                             Thermal Stability:  <0.002% degrees F, zero and span.

4-20mA OUTPUT SIGNALS:
1 to 4 separate output signals, Net Weight or Feed Rate,
1000 ohms max per output.

LEVEL ALARM / SET POINTS:    
A maximum of 4 sets points up to 4 channels (1 on ea, or 4 on 1).  Solid
state or dry contact relays, NO/NC latching/non-latching 5 amps max.

COMMUNICATIONS:   
RS232 Serial Port or
RS485 Serial Network Port.

SPECIFICATIONS

OPTIONS:
Mounting Brackets

WIZARD 4000
ELECTRONIC INDICATOR

MODELS: 4000-1  (1-Channel)
4000-2  (2-Channel)
4000-3  (3-Channel)
4000-4  (4-Channel)
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