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The solutions meeting your industry needs

A rugged design adapted to your industry 

LM80 LM200 VM3D

Product category Level Volume

Range Level up to 100 m (330 ft) Level up to 190 m ( 623 ft) 93 m (305 ft)

Positionning up to 150 m (500 ft) Positionning up to 400 m (1312 ft) Complete hemisphere coverage

Laser Measuring 905 nm Infrared Laser Class 1M Measuring 905 nm Infrared  

Laser Class 1mPointer 635 nm Red Laser Class 3R

Resolution   ± 10 mm (0.4 inch)

Accuracy ± 30 mm ± 40 mm ± 30 mm

Temperature - 40° C to + 60° C (- 40° F to +140° F) - 20° C to + 60° C (- 4° F to +140° F)

Power 24 VDC 115 - 230 VAC

Outputs 4-20 mA

Result published on secure website2 relays

RS232 for configuration

Enclosure/Weight

Aluminum enclosure - 1.6 kg (3.53 lbs) 

Aluminum enclosure with triclover - 2.2 kg (4.85 lbs) 

316 Stainless steel enclosure - 4.2 kg (9.26 lbs)

Aluminum enclosure - 3.86 kg (8.5 lbs)
12 kg scanner (26.5 lb) 

12 kg control box (26.5 lbs)

Enclosure rating IP66/Nema4X

Certifications CE CE CE

ATEX ATEX ATEX (Pending)

IECEx IECEx IECEx (Pending)

cCSAus cCSAus cCSAus (Pending)

FM (pending) FM (Pending) FM (Pending)

NA NA TUV
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Contact us

Note
We reserve the right to make technical changes or 
modify the contents of this document without prior 
notice. With regard to purchase orders, the agreed
particulars shall prevail. ABB does not accept any 
responsibility whatsoever for potential errors or 
possible lack of information in this document.

We reserve all rights in this document and in the 
subject matter and illustrations contained therein. 
Any reproduction, disclosure to third parties or 
utilization of its contents - in whole or in parts – is 
forbidden without prior written consent of ABB.

Copyright© 2013 ABB
All rights reserved
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Sales

Service

ABB Analytical Measurements 
Level Products 
585 Charest Boulevard East, Suite 300  
Quebec, (Quebec)  G1K 9H4 
Canada 
Phone:	 +1 418 877-8111  
1 800 858-3847 (North America)
Fax: +1 418 877-2834 
E-Mail: laserscanner.support@ca.abb.com 
 
www.abb.com/level


